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Read this booklet thoroughly before using and save it for future reference



Thank you for choosing our products. ILis just one of a complele range of cleverly designed, safe and
praclical products which will help to make vour life easier. Please read these instructions carefully to get the
rasults from this producl,

SAFETY INSTRUCTIONS
1.NO ibility is pled for K ing from improper use or li wilh the
inslructions.

2.The kellla is designed for healing water only. Never pul any other liquid into the kellle, nor should it use
another cooking appliance.

3.Before inserling the main plug inlo the socket check whether the supply line voltage and current rating are
in compliance with the rated elecric parameter shown on the kettle label.

4.Do not operale the kellle with wet hands.
5.Keep children away from the kellle which is either in healing or filled with hot water.
6.Prevent from scalding water or sleam.
7.Pour away the very first water boiled with this kettle. Then it is ready for use.
8.Do not touch any part of the kettle except the handle when the kettle is fully filled with baoiling water.
9.Pour out the boiling water in one time, in order to enable the temperature of the kettle to decline.
10.Remove the piug from the wall socket in following case,
a) after use
b) malfunction comes up
C) before cleaning
11.When removing the plug from the wall socket never pull on the power cord.

12.Regularly clean and scour oul the kellie, but can't allow Ihe kellle, especially the heating base, be
immersed in waler.

13.The appliance must nol be immersed in water.
14.This appliance is nol intended for use by persons(including children)wilh reduced physical, sensory or

menlal capabilities, or lack of experience and knowledge, unless they have been given supervision or
inslruction conceming use of the appliance by a person responsible for their safaty;

15.Children should be supervised to ensure that they do nat play with the appliance.

16.If the supply cord is damaged, it must be replaced by the manufacture, its service agent or similarly
qualified persons in order to avoid a hazard,

TECHNICAL DATA
Model No Waltage Capacity Power supply
i-smart WK05 1500W 1.8L 230V~60Hz

OPERATION GUIDELINES
1.Filling water

-The capacity of filled waler is limiled by the ullimate line graduated on the kellle body.

It should not be higher than the max line, nor lower than the minimum line.

-On filling waler, care should be taken to avoid water column flowing on the keltle’s outside surface.
2.Locating

-Place the kettle on a slable flat surface.

-Never heat the kettle on any wet surface, do not allow water to penelrate the electrical parts

inside the ketlle

-Do nal position the kettle on or near hol surface or near open flames.
3.Switching on

-Insert the main plug on the power cord into the wall sockel.

-Please take care thal the power cord must be well localed and can't be caught on by a passerby

-Push the resloring swilch

-The red indicator lamp brights, il indicates that the kettle is in healing.
4.Bolling

-The ketlle is aulomatically switch of several seconds after the waler is boiling.

~The red indicator lamp goes oul as switch off.
5.Restoring - 5

-After the ketlle has swilch off, it will nead somelime lo cool down. Almost after 15 seconds, (he kellle can
be swilched on again by manual resloring.

1 the red indicator lamp still goes oul after pushing the switch, it may be the case that the lemperalure
sensing controller is still in hol condition and time must be taken for re-operaling the keltle.

FEATURE
1)Concealed healing elemant with stainless steel kellle boltom, resulting in convenience to clean,
2)Te sensing ic swilch-off when water Is boiling.

3)Dry boiling proleclor-boil-dry safety cutoff.
4)Easy-lift hinged lid.
§)Rolary (360) cordless base lead to the convenience for use,
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